
SERIES 901, 903, 904 AND 920 
CONCRETE VIBRATORS 

Gasoline engine drive, 2 h.p., 4 h.p., and 6 h.p. 

Universal electric motor drive, 3 h.p. 


Wyco 2 h.p. gasoline vibrator 



The Wyco light weight 2 h.p. vibrator has a frequency of 
6000 v.p.m., while the engine runs at the Briggs & Stratton 
recommended speed of 3000 r.p.m. This assures long life and 
gasoline economy. 

Carrying weight of engine unit only 49 lbs. 

Series 901 vibrator has No. 8BFB B&S engine with recoil 
starter. 


Wyco 4 and 6 h.p. vibrators 



For general construction work, such as bridges, buildings, 
foundations, culverts, the Wyco series 903 vibrators have 
plenty of power. Use vibrator heads 2 inch and 2% inch 
diameter. 

For placing mass concrete the Wyco series 904 will handle 
vibrator heads up to 3 inch diameter. Vibrating frequency is 
7200 to 7500 v.p.m. 

Series 903—has Wisconsin engine No. ACN. 

Series 904—has Wisconsin engine No. BKN. 


Wyco gasoline engine concrete vibrators 

Specifications and shipping weights: 

Wyco vibrators with heavy-duty flexible shafts 


Series 901, 2 h.p. Gasoline Engine Vibrators 


Vibrator 

Cat. No. 

Flexible 

Units 

Shaft 

Length 

Total 

Length 

Square 

Dia. 

Vib. Head 
Cat. No. 

Shipping 

Weight 

901-GG-10 

1 

10 

10 

13/4" 

750-GG 

115 

901-GG-12 

1 

12 

12 

P/4" 

750-GG 

120 

901-GG-14 

2 

7 

14 

13/4" 

750-GG 

125 

901-LL-10 

1 

10 

10 

2" 

750-LL 

115 

901-LL-12 

1 

12 

12 

2" 

750-LL 

120 

901-LL-14 

2 

7 

14 

2" 

750-LL 

130 

Series 903, 4 h. 

p. Gasoline Engine Vibrators 



903-LL-10 

1 

10 

10 

2" 

750-LL 

235 

903-LL-12 

1 

12 

12 

2" 

750-LL 

240 

903-LL-14 

2 

7 

14 

2" 

750-LL 

250 

903-MM-10 

1 

10 

10 

23/8 " 

750-MM 

240 

903-MM-12 

1 

12 

12 

23/s" 

750-MM 

245 

903-MM-14 

2 

7 

14 

23/8" 

750-MM 

255 

Series 904, 6 h. 

p. Gasoline Engine Vibrators 



904-LL-10 

1 

10 

10 

2" 

750-LL 

255 

904-LL-12 

1 

12 

12 

2" 

750-LL 

260 

904-LL-14 

2 

7 

14 

2" 

750-LL 

270 

904-MM-10 

1 

10 

10 

23/s" 

750-MM 

260 

904-MM-12 

1 

12 

12 

23/a" 

750-MM 

265 

904-MM-14 

2 

7 

14 

23/s" 

750-MM 

275 


Wyco vibrator flexible shafts 
for Heavy-Duty Wyco vibrators 
and replacement cores and casings 

Patented Wyco innerliner assures cool running and long core 
life. Wyco vibrator casings have reinforcing springs at each 
end, embedded in a smooth layer of Neoprene rubber. All 
Wyco vibrator shafts run left-handed, thus preventing loosen¬ 
ing of the vibrator heads. 


Extension shaft 
complete with 
connector 

Replacement 

Core only Casing only 

Cat. No. Cat. No. 

Fits Wyco 
vibrator 
head 

Length 

vibrator 

shaft 

Cat. No. 9407 

C-9407 

K-9407 

750-A, B, C 

7 ft. 

Cat. No. 9410 

C-9410 

K-9410 

Also 

10 ft. 

Cat. No. 9412 

C-9412 

K-9412 

750-LL & MM 

12 ft. 

Wyco vibrator heads for heavy-duty vibrators 

WYCO Steel Tip Vibrator Heads 



Cat. No. 

Diameter 

Length 

Fits Wyco Shafts 

750-GG 

13/4" 

15 

937, 940 and 950 

750-LL 

2" 

14 

also 


750-MM 

23/8" 

16 

9407, 9410, 9412 

WYCO Rubber Tip Vibrator Heads 



750-GGR 

13/ 4 " 

15 

937, 940 and 950 

750-LLR 

2" 

14 

also 


750-MMR 

23/s" 

16 

9407, 9410, 9412 


Wyco wheelbarrow mounting cat. No. wh 

When ordering Wyco vibrator mounted on pneumatic tired 
wheelbarrow, add letters WH to catalog numbers. 


WYCO Rubber Tips 

GGR for IV 4 " Head- 
LLR for 2" Head - 
MMR for 23/e" Head- 


Wyco series 920, 3 h.p. 

Universal electric vibrator 



Complete motor and frame of welded steel construction. Has replaceable 
air filter, built-in switch and twist-lock plug socket. 

Has ample power for Wyco vibrator heads up to 3 inch dia. Plugs in 
any light socket having 30 amp. fuse. 

Weight of motor unit only 48 lbs. 

WYCO 3 h.p. Heavy Duty Universal Electric Vibrators 


Shipping 


Vibrator 

Cat. No. 

Flexible Shaft 
Units Length 

Total 

Length 

Square Vibrator Head 

Dia. Length Cat. No. 

Weight 

Lbs. 


920-GG-10 

1 

10 

10 

13/4" 

15" 

750-GG 

94 


920-GG-12 

1 

12 

12 

13/4" 

15" 

750-GG 

98 


920-GG-14 

2 

7 

14 

P/4" 

15" 

750-GG 

108 


920-LL-10 

1 

10 

10 

2" 

14" 

750-LL 

98 


920-LL-12 

1 

12 

12 

2" 

14" 

750-LL 

102 


920-LL-14 

2 

7 

14 

2" 

14" 

750-LL 

112 

<0 

920-MM-10 

1 

10 

10 

23/4" 

16" 

750-MM 

100 

-1 

920-MM-12 

1 

12 

12 

23/4" 

16" 

750-MM 

104 


920-MM-14 

2 

7 

14 

23/4" 

16" 

750-MM 

114 

00 

in 
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ONE-MAN “SQUARE-HEAD” 
ELECTRIC VIBRATORS 

SERIES 990 and 991 

Available with the Following Size Heads — 3 /» in. — 1 3 /e in. — 1 3 A in. 
Gasoline Engine Vibrators Available with 1 % and 1 3 /» inch heads 



Series 990 Universal Motor 
for %, 1 and 1 3 /s in. Heads 

Series 991 Universal Motor 
for 1 3 /s and 1 % in. Heads 

All Wyco “One Man” 
Vibrators operate at 10,000 
V.P.M. under load 


Series 990, 3 / 4 H.p. “Square Head” Vibrators 


Vibrator 

Cat. No. 

Flexible 
Shaft No. 

Length 

Vibrator Head 

Sq. Dia. No. 

Shipping 

Weight 

990-D-5 

9005 

5 

3/ 4 " 

750-D 

18 lbs. 

990-D-7 

9007 

7 

3/ 4 " 

750-D 

21 lbs. 

990-D-10 

9010 

10 

3 / 4 " 

750-D 

24 lbs. 

990-E-5 

9105 

5 

1 " 

750-1 

23 lbs. 

990-E-7 

9107 

7 

1 " 

750-1 

24 lbs. 

990-E-10 

9110 

10 

1 " 

750-1 

26 lbs. 

990-F-5 

9205 

5 

l 3 / 8 " 

750-F 

25 lbs. 

990-F-7 

9207 

7 

l 3 / 8 " 

750 -F 

27 lbs. 

990-F-10 

9210 

10 

l 3 / 8 " 

750-F 

31 lbs. 


900-SC Speed Control for Series l\lo. 990 and 
900 Series Motors only--- 


WYCO WATERPROOF MOTORS FOR WYCO SQUARE HEAD VIBRATORS 

Available only on No. 990 Series Motors 
Use the same Cat. Nos. as above and add letters "WP" to the Motor 
Cat. No. (Example: WP-900-E-7). 

Series 991, 1 h.p. “Square Head” Vibrators 


Vibrator 

Cat. No. 

Flexible 
Shaft No. 

Length 

Vibrator 
Sq. Dia. 

Head 

No. 

Shipping 

Weight 

991-F-7 

9207 

7 

13/8" 

750-F 

27 lbs. 

991-F-10 

9210 

10 

13/8" 

750-F 

32 lbs. 

991-G-7 

9207 

7 

13/ 4 " 

750-G 

33 lbs. 

991-G-10 

9210 

10 

l 3 / 4 " 

750-G 

35 lbs. 


915-SC Speed Control for Series Nos. 910, 915 
and 991 Series Motors. 


Wyco “Square Head” Vibrators 



Made in four sires. Interchangeable with Wyco “Jr." Round Heads. 

The Effect of a Square Vibrator Head is to give a five sided 
push in the concrete mix. A Hexagon Head gives a seven sided 
push, while a Round Head only stirs a round hole in the mix. 
This sends vibrations only a very limited distance in the form. 
Therefore, a Round Head must be moved into all the comers 
and at frequent stops along the length of the form. 

A Square Head reaches four times farther in low slump con¬ 
crete than a round head of equal size. 

The Wyco “Square Head” Vibrator saves time and makes 
better concrete. 

Note: To complete Catalog Number, join the figures and the letter, 
for an example: 990-D-5, or 991-G-7. 

See Next Page for varied assortment of attachments for use with 
Wyco “One-Man” Vibrators. 


WYCO “SQUARE HEAD” STEEL OR RUBBER TIPS 


Steel Tip 

Cat. No. 

Rubber Tip 
Cat. No. 

Dia. 

Length 

Shipping 

Weight 

750-D 


3 / 4 " 

12 

2 lbs. 

750-E 


1 " 

13 

3 lbs. 

750-F 

750-FR 

13/8" 

13 

4 lbs. 

750-G 

750-GR 

13/4" 

15 

5 lbs. 


NOTE: 

"D" Heads Fit Shafts Nos. 9005, 9007, 9010 

"E" Heads Fit Shafts Nos. 9105, 9107, 9110 

"F" & "G" Heads Fit Shafts Nos. 9205, 9207, 9210 


WYCO “SQUARE HEAD” REPLACEMENT RUBBER TIPS 

Fits Vibrator Square Head 

Cat. No. Head Number Diameter 

FR 750-FR 1 3 /b" 

GR 750-GR P/4" 

WYCO “SQUARE HEAD” VIBRATOR SCREED KIT 

Complete Kit for No. 990 Series 

900-SCRF Shipping Weight 30 Lbs.-- 

Complete Kit for No. 991 Series 

900-SCRG Shipping weight 40 Lbs. —.--- 


WYCO “SQUARE HEAD” VIBRATOR SCREED KIT PARTS 

For Speed Control, see listings under 990 and 991 Motors 
900-SCF Vibrator Head Clamps for l 3 /s inch Square 

Head 2 in each set- 

910-SCG Vibrator Head Clamps for 1 3 A inch Square 

Head 2 in each set----- 

900-SCH Rubber Mounted Handles, 2 in each set- 


WYCO “SQ. HEAD” GASOLINE ENGINE VIBRATORS 


Vibrator 

Cat. No. 

Flexible 
Shaft No. 

Length 

Vibrator 
Sq. Dia. 

Head 

No. 

Shipping 

Weight 

901JR.-F-10 

9210 

10 ft. 

13/s" 

750-F 

115 lbs. 

901JR.-F-14 

*9207 

14 ft. 

13/s" 

750-F 

125 lbs. 

901JR.-G-10 

9210 

10 ft. 

13/ 4 " 

750-G 

130 lbs. 

901JR.-G-14 

*9207 

14 ft. 

13/4" 

750-G 

135 lbs. 


*2 Shafts Joined Together 


WYCO AUTOMATIC MERCURY SWITCH AND FUSE 

Not available for Waterproof Motors 

To order any WYCO Square Head Vibrator with Mercury Switch, add letters "MS" 
to Cat. No.---. 

To order Built-In Fuse, add letters "FU" to Cat. No.- 


WYCO VIBRATOR FLEXIBLE SHAFTS 


Complete 

Shaft with 
Connector 

Cat. No. 

Shaft 

Diameter 

Shipping 

Weight 

Fits Vibr. 
Heads 

9005 

3 / 4 " 

5 lbs. 

"D" only 

9007 

3 / 4 " 

7 lbs. 

"D" only 

9010 

3/4" 

10 lbs. 

"D" only 

9105 

1 " 

6 lbs. 

"E" only 

9107 

1 " 

8 lbs. 

”E" only 

9110 

1 " 

11 lbs. 

"E" only 

9205 

1V 4 " 

10 lbs. 

"F" & "G" 

9207 

1 V 4 " 

12 lbs. 

"F" & "G" 

9210 

1V4" 

15 lbs. 

U F" & "G" 


WYCO BALL BEARING CONNECTORS 

Cat. No. 

Shipping Weight 

372 Ball Bearing Connector 

3 lbs. 


To connect a 3 / 4 inch Dia. or a 1 inch Dia. Flexible Shaft to a 1 V 4 inch Dia. Shaft, 
or to join two or more 1V 4 inch Dia. Shafts. 
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ATTACHMENTS FOR WYCO “ONE MAN’’ 
and “JUNIOR” VIBRATORS 

Wyco “Square Head” vibrators are Different! The Wyco vibrator heads, (1% inch and 
larger) have double-row Timken tapered roller bearings—They run cool, out of 
the Mix. Therefore Wyco Vibrator Heads can be clamped on a screed with Wyco 
screed clamps, allowing the contractor to use the vibrator as a vibrating screed. A 
speed control is available to regulate the screed—all included in the Wyco screed kit! 


Wyco screed kit 

Easily assembled. 

Handles screeds up to 20 
feet long. 

Will save hours of hand 
work and do a better job. 

Complete kit contains 1 
vari-speed control, 2 vibra¬ 
tor head clamps, 2 complete 
handles with hooks to hang 
the Jr motor and the speed 
control. 

Cat. No. 900-SCRF—Wyco screed kit complete. 

Wyco screed parts separately 

Cat. No. 900-SCI—Wyco speed control. 

Cat. No. 900-SCF—Wyco clamps, 1% inches. 

Cat. No. 900-SCH—2 handles, rubber mounted. 

Use any 2X6 or 2X8, length up to 20 feet. 



You can grind—rub concrete 

Wet or dry, drill masonry, clean 
forms or other equipment—or do 
terrazzo grinding—with a Wyco 
“One Man” Vibrator. 

Just remove the Wyco vibrator 
head and attach the tools listed 
below. These attachments have a 
speed reducer, which greatly in¬ 
creases the torque and provides 
the correct speed for various op¬ 
erations. Angle heads are listed 
with a choice of four speeds. 

The Wyco No. 900-STR car¬ 
rying strap is recommended (see 
illustration). 








Angle head 
No. 816-Jr. 


Drilling head 
No. 851-Jr. 


Concrete surfacer 
No. 853-Jr. 


Form cleaner head Terrazzo head 

No. 849-Jr. No. 848-Jr. 


Wyco attachments are interchangeable with Square vibrator heads sizes 1 %" to 1 3 / 4 " 


Wyco attachments for 990-991 and 992 series 
vibrators 

Cat. No. 816-Jr.Angle head, full speed (about 4000 r.p.m.) 

Cat. No. 826-Jr.—Angle head, half speed 

Cat. No. 871-Jr.—Angle Head, % speed 

Cat. No. 872-Jr.—Angle head, Mo speed 

Cat. No. “W” —for wet angle heads add letter W 

All angle heads take wheels with %-ll threads. 


Wyco #14-3 extension cord with Twist- 
Lock plugs for No. 920, 3 h.p. vibrators 

Cat. No. 925-E _25' long 

Cat. No. 950-E ..50' long 



Lubricants for Wyco vibrators 

Flexible shafts and attachments 

Cat. No. 514-0—1 qt. can Correct Blend of Oil 
for Wyco Vibrator Heads. Non-foaming. Pro¬ 
longs life of Bearings. 

Cat. No. 514-B— 1 lb. can Wyco High Speed 
Lubricant for Flexible Shafts. 

Cat. No. 514-B8—8 lb. can same Lubricant as 
above. 

Cat. No. 514-AJr— 1 lb. can Lubricant for Wyco “Junior” 
Angle Heads and other Attachments. 



Wyco Junior attachment 

Cat. No. 849-Jr.—Form cleaner head with brush 
Cat. No. 848-Jr.—Terrazzo head with grinding wheel 
Cat. No. 850-Jr.—Straight grinding head—6 inch wheel 
Cat. No. 851-Jr.—Drilling head, M inch drill check 
Cat. No. 853-Jr.—Concrete surfacing head 
Cat. No. 900-STR—Wyco shoulder strap (padded) 

Wyco 3-wire extension cord 

with Twist-Lock plugs 
for 990 and 991 vibrators 

Cat. No. 950-J___ 

Cat. No. 9100-J __ 

Wyco A.C. Generator Set Operates 
Two Wyco One Man Vibrators 

Cat. No. 900AC Wyco Generator 
driven by a four cycle No. 8BFB 
Briggs and Stratton Engine with 
Recoil Starter. Delivers 1000 
Watts, 115 V 60 cy. current. 
Self regulating. It will run “Jun¬ 
ior” vibrators, Electric Drills, a 
Hand Saw or a dozen 100 Watt 
lamps. Has two outlets and an 
A.C. Voltmeter. Weighs only 
65 lbs. 


_ 50' long 

100' long 



A reliable source of A.C. current 
where no electric power is available 
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What the Wyco handy grinder will do: 


It will save labor costs on: 


FORM CLEANING—or cleaning wheelbarrows and 
equipment. Uses a well guarded, long wire brush. 


CONCRETE RUBBING-wet or dry-Angle Head 
with water feed will stand pressure. Specify “W’\ 


DIAMOND CORE DRILLING-use Wet Angle 
Head and adapter to screw core drill to Angle Head. 


TERRAZZO GRINDING—with Cove Base Grinder 
Head. Uses 3 inch dia. wheels. Wet or dry. 


NEW “HANDY” GRINDER 

ELECTRIC OR GASOLINE ENGINE 

Combination Grinder, Form Cleaner, Rubbing and Drilling Machine 


Cleaning Cement from Forms, 
Wheelbarrows or Equipment — 
Saves Time and Money . 


DRILLING IN WOOD OR IRON-with worm gear 
Angle Head and Key-type drill chuck. 

GRINDING WELDS, CASTINGS, STEEL or gen¬ 
eral repair work—with 6 inch dia. grinding wheel. 
Guard has “Outboard Handle”. SAFE. 


Drilling Wood or Steel — 
for work in the shop, 
along the highway, or on 
Bridges. 



Electric Model on round steel 
base with rubber feet . 


Specifications: WYCO “HANDY GRINDERS” 

MOTOR: G.E., fully enclosed, 110/220 V., 60 
cy. A.C. 

GASOLINE ENGINE: 2 H.P. B&S. with recoil 
starter. 

FLEXIBLE SHAFT: 10 ft. long, spring reinforce¬ 
ments. 

Carrying handle has socket to hold Angle Head or 
Handpiece, and wrench to unscrew wheels. No loose 
wrenches to get lost! 



Gasoline Engine Model 
Shown on round steel base. 


WYCO ELECTRIC HANDY GRINDERS 

Round base Skid base Motor Flex 10 ft. 

_ Cat. No. _Cat. No._h.p. shaft No. weight ext. shaft 

3- G 3G-SK V* 3-MG 78 lbs. 3-MG EX 

4- G 4G-SK 1 4-MG 100 lbs. 4-MG-EX 


WYCO 2 H.P. GASOLINE ENGINE GRINDER 

Round base Skid base Engine Flex Shipping 10 ft. 

Cat. No. Cat. No. h.p. shaft No. weight ext. shaft 

40-G 40G-SK 2 4-MG 85 lbs. 4-MG-EX 



WYCO Terrazzo Head 
Cat. No. 848-G 



Straight Grinding Head 
Incl. 6" Wheel and Guard. 
Cat. No. 850-G 


WYCO “QUICK-CHANGE” ANGLE HEADS 

(Angle Head Spindle fits Cup Wheels with 5 /s inch-11 threads) 


Cat. No. Description R.P.M. 

816-G Angle Head, full speed 3450 

826-G Angle Head, half speed 1725 

871- G Angle Head, one fifth speed 690 

872- G Angle Head, one tenth speed 345 

“W” Water Attachment for Angle Heads 

851- G Drilling Head, '/ 2 " Drill Chuck 690 

852- G Drilling Head, %" Drill Chuck 345 

FORM CLEANER AND OTHER WYCO ATTACHMENTS 

848- G Terrazzo Head with 3" Grinding Wheel 3450 

849- G Form Cleaner Head with Wire Brush 3450 

850- G Straight Grinder Head with 6" Wheel 3450 

550-G WYCO Straight Handpiece only 3450 


Arbors, Wheels and Guards for “Handy Grinders” 

605 Wheel Arbor for Straight Handpiece 

716 6" dia. Straight Grinding Wheel 

716-CTF 6" dia. Cup Shaped Grinding Wheel 

814 Wheel Guard for Angle Heads 



Angle Head for 
Wet Rubbing. 
Cat. No. 826-GW 



Angle Drilling Head 
Quickly Detachable. 
Cat No. 852-G 
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